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! LUMINAIRE SCHEDULE
g . GENERAL ELECTRICAL EQUIPMENT SCHEDULE (MTG) MOUNTING: (Type) LAMP TECHNOLOGY: (L/L) LENS/LOUVER: ELECTRICAL DEMOLITION NOTES: :
<
= RE - RECESSED FL - FLUORESCENT A- 125" ACRYLIC
THE SYMBOLS AND THE EQUIPMENT SCHEDULE ARE FOR THE CONVENIENCE OF THE CONTRACTOR. EACH CONTRACTOR SHALL BE . . L. . ,
- RESPONSIBLE FOR VERIFICATION OF QUANTITIES AND SHALL FURNISH ALL MATERIAL REQUIRED, WHETHER SPECIFIED OR NOT, TO SP - SUSPENDED CF - COMPACT FLUORESCENT B- BLACK BAFFLE ! m& 5;3%}'},&“@5".‘,’,"&%%&3D}%Aﬁoﬁ%‘"%&g@?& 'TE“WOR?( 1,;% BE.RES",?N"E"DO 1. "1/300° INDICATES DETAIL NUMBER/SHEET NUMBER
< PRODUCE A SATISFACTORY WORKING SYSTEM CL - CEILING SURFACE HL - HALOGEN C- CLEAR ALZAK QU
: ’ WL WAL N - INCANDESGENT o PARABOLIC T Y X O O R i B O e 2 ANNG BLECTHOAL SEIEDULES PERMANENT NANCPLATE. SIALL MASGH FINAL_EaPMENT
- - - CONTRACTOR SHALL VISIT THE SITE PRIOR TO SUBMITTING A BID AND VERIFY .
< W CATALOG NUMBERS SHALL NOT BE CONSIDERED COMPLETE BUT ARE GIVEN ONLY TO AID THE CONTRACTOR IN THE SEARCH FOR
/M ;j “ATERlA.lhE Ng o:“ATER'ALDE%nBOEN ORO?:E%EBY“%AT'E‘#'&?-CSJNR% EgENDDg:JaANLgSG ;"?D“Bsg\é c%‘é}.n GE‘A&CHTHCEOT_-I?SA-?TO“RAN'?;AA%U Rggs'r UC - UNDER CABINET LED - LIGHT EMITTING DIODE F- FRESNEL EXISTING CONDITIONS. NWB‘G.ATURE, NOT ELECTRICAL EQUIPMENT TAG NA“E‘ REFER TO SPECIFICATIONS.
2 READ PLETE CV- COVE HS - HIGH PRESSURE SODIUM G- TEMPERED GLASS 3. (@  INDICATES KEYED NOTE USED TO DESCRIBE ADDITIONAL INFORMATION OF WORK REQUIRED,
S LISTED IS THE BASIS OF DESIGN. "STANDARD COLOR”" INDICATES FACTORY FINISH AVAILABLE AT NO ADDITIONAL CHARGE. 2. ELECTRICAL ITEMS (i.e., LIGHTING FIXTURES, RECEPTACLES, SWMITCHES, ETC.) REMOVED
c FR- FLANGED RECESSED SMH - SUPER METAL HALIDE P- POLY CARBONATE BE RESPONSIBLE FOR THE DISPOSAL OF MATERIAL THE VA DOES NOT WANT TO "y »
4 "NU ALL ELECTRICAL CONDUCTORS SHALL BE COPPER.
© |"|"%M SYMBOL DESCRIPTION BASIS OF DESIGN O - OTHER ( SEE DESCRIPTION) PSMH - PULSE START METAL HALIDE K- KSH12 .125" ACRYLIC REUSE OR RETAIN (i.e., FOR MAINTENANCE PURPOSES). 5 st ABBREVIATION KEY
DOOR: CMP - CERAMIC METAL HALIDE K19~ KSH19 156" ACRYLIC 3. THE CONTRACTOR SHALL OBTAIN APPROVAL FROM THE VA BEFORE TURNING OFF : EC.  ELECTRICAL CONTRACTOR
1 DEVICE ALL SWITCH, RECEPTACLE, OUTLET, AND COVERPLATE COLORS SHALL BE VERFFIED | HUBBELL FA - FLAT ALUMINUM O - OTHER (SEE DESCRIPTION) L- LOWIRIDESCENT SPECULAR ALUM. POWER TO CIRCUITS, FEEDERS, PANELS, ETC. COORDINATE ALL OUTAGES WITH THE G.C. GENERAL CONTRACTOR
N COLOR WITH VA PROJECT MANAGER, UNLESS INDICATED OTHERWSE. LEVITON FS- FLAT STEEL XL - EXTENDED LIFE N- NONE VA. CONDUIT CONCEALED IN WALL CONSTRUCTION MAY BE ABANDONED IN PLACE IF AFF ABOVE FINISHED FLOOR
PASS & SEYMOUR RA - REGRESSED ALUMINUM XLP - EXTENDED LIFE & OUTPUT R- HIGH IMPACT DR ACRYLIC NOT AFFECTED BY OTHER CONSTRUCTION. $YP %gg{"
© RS - REGRESSED STEEL O- OTHER (SEE DESCRIPTION) 4. EXISTING CONDUIT IN GOOD CONDITION, MAY BE REUSED IN PLACE. RELOCATED +¥F MOUNTING HEIGHT FROM FINISHED FLOOR TO CENTERLINE
2 COVER ALL SWITCHES, RECEPTACLES, AND OUTLETS SHALL BE COMPLETE WITH #302 HUBBELL (TYPE) BALLAST: (TYPE) BALLAST: EXISTING CONDUIT SHALL NOT BE ALLOWED. BONDING CONDUCTORS SHALL BE 6 LINE TYPE KEY:
— PLATES STAINLESS STEEL COVERPLATES IN FINISHED SPACES WHERE WALLS ARE FINISHED; LEVITON FINISH: DIMO7- LINE DIMMING BALLAST EB- ELECTRONIC BALLAST INSTALLED IN ALL REUSED CONDUIT TO ASSURE PROPER GROUND PATH. . :
#302 STAINLESS STEEL COVERPLATES IN UNFINISHED SPACES FOR FLUSH BOXES; PASS & SEYMOUR
AND GALVANIZED STEEL COVERPLATES IN UNFINISHED SPACES FOR SURFACE COOPER PAF - PAINT AFTER FABRICATION DIM10- 0-10V DIMMING BALLAST EM- EMERGENCY BATTERY/BALLAST NEW WORK BY THIS CONTRACTOR (DARK SOLID LINE)
5. EQUIPMENT REMOVAL IN CERTAIN LOCATIONS MAY REQUIRE THE INSTALLATION OF A
MOUNTED BOXES. WHERE SEVERAL DEVICES ARE GANGED TOGETHER, THE COVER CSA - FINISH SELECTION BY ARCHITECT HL- HIGH / LOW LEVEL BALLAST DALI- DIGITAL DIMMING BALLAST JUNCTION BOX TO RECONNECT CIRCUITS THAT REMAIN IN OPERATION. EXTEND NEW UNDERFLOOR OR UNDERGROUND BY THIS CONTRACTOR
;‘Lsﬁ.fus‘*uﬁeg&% &ﬁ#ﬁgﬁ%us}g :&RDTE"{ECE‘&“BE OF DEVICES USED. ML- MULTI-LEVEL SWITCHING MV- MULTI-VOLTAGE ELECTRONIC 120V-277V CONDUIT AND WIRING AS REQUIRED TO MAINTAIN POWER TO REMAINING EQUIPMENT. © ARKW°L|ONu(G DASHED LINE)
NP~ HIGH PERFORMANCE / LBF PRS. ELECTRONIC PROBRAM RAPID START BALLAST 6. CONTRACTOR SHALL REMOVE AND INSTALL ALL CEILING TILES AS REQUIRED FOR THE
CATALOG NUMBER SHALL NOT BE CONSIDERED COMPLETE AND MATERIAL SHALL NOT BE ORDERED BY MANUFACTURER AND CATALOG NUMBER ONLY. THE " EXECUTION OF ELECTRICAL WORK. CONTRACTOR SHALL REPLACE CEILING TILES WITH NEW WORK BY OTHERS AND/OR EXISTING TO REMAIN (LIGHT SOLID LINE)
£ 3 s SWITCH, SINGLE POLE, SINGLE THROW, 120/277 VOLT, 20 AMP. TOGGLE HANDLE, HUBBELL HBL1221 COMPLETE DESCRIPTION AND THE SPECIFICATION SHALL BE COORDINATED WITH THE CATALOG NUMBER TO DETERMINE THE EXACT MATERIAL AND ACCESSORIES IDENTICAL MATERIAL WHERE DAMAGED BY THIS CONTRACTOR. NO MORE THAN 10 EXISTNG TO BE REMOVED BY THIS CONTRACTOR
o MAINTAINED CONTACT, SIDE AND BACK WIRED, LEVTON 1221-2 TO BE ORDERED. THE FIRST MANUFACTURER LISTED IS THE BASIS FOR DESIGN. REFER TO SPECIFICATION SECTIONS LIGHTING 26 51 00 FOR ADDITIONAL CEILING TILES OUT AT A TIME WHEN CONTRACTOR IS WORKING IN THE AREA. ALL (DARK SHORT DASHED LINE)
. ° zm SEYMOUR PS20AC1 INFORMATION AND REQUIREMENTS. CEILING TILES MUST BE IN PLACE AT THE END OF THE WORK DAY OR WHEN THE
% ALL LAMPS FOR THIS PROJECT SHALL BE FURNISHED AND INSTALLED BY THE ELECTRICAL CONTRACTOR UNLESS OTHERWISE NOTED. CONTRACTOR LEAVES THE AREA.
I 4 d:b RECEPTACLE, DUPLEX, HOSPITAL GRADE, 125 VOLT, 20 AMP, 3 WIRE GROUNDING HUBBELL HBL8300 FLUORESCENT LAMP CORRELATED COLOR TEMPERATURE 3500°K, COLOR RENDERING INDEX (CRI) AT OR ABOVE 75, UNLESS NOTED OTHERWISE.
S e TYPE, N.E.M.A. 5-20R, IMPACT RESISTANT THERMOPLASTIC FACE, ONE PIECE LEVTON 8300
o £ NICKEL—PLATED BRASS BACK STRAP WITH INTEGRAL GROUND CONTACTS. gAss & SEYMOUR 8300 DIMENSIONS LAMPS BALLAST
S @ & DOUBLE DUPLEX, CONSIST OF TWO DUPLEX RECEPTACLES, DOUBLE GANG BOX, APPROVED
o PLASTER RING AND FACEPLATE. ITEM DESCRIPTION L w H DIA | MTG | TYPE | QTY | MODEL | VOLTS TYPE LL MANUFACTURER
F1 48" INDUSTRIAL WITH 10% UPLIGHT, 48" 12" SP FL 2 32WATT 120V EB N LITHONIA EJSA232
5 @ ELECTSI'?:_:..E ng&ﬁgg“og" _I'!’g v%QTgIPgOE'?TL :g%g%%?ﬁ,s"s'luzg gﬁl’?‘%ﬁ‘ OR MOTOR REFER TO SPECIFICATIONS BAKED ENAMEL FINISH F32T8 RS DAY-BRITE 1A232
. H.E.WILLIAMS 80-4-232
B | B R LR SRR ONE LINE DIAGRAM NOTES: ELECTRICAL INSTALLATION NOTES:
. METALUX 1A-232
1 SCCR AND AIC RATINGS LISTED FOR EQUIPMENT ARE MINIMUM 1. THE COMPLETE INSTALLATION SHALL BE IN ACCORDANCE WITH THE ADAAG (AMERICANS WITH
6 @ JUNCTION BOX, SIZE PER N.E.C., REFER TO SPECIFICATIONS FOR GENERAL REFER TO SPECIFICATIONS REQUIREMENTS FOR BUS BRACING AND DEVICE RATING. ALL EQUIPMENT DISABILITIES ACT ACCESSIBILITY GUIDELINES). (
CONSTRUCTION, USE OF THIS SYMBOL DOES NOT INDICATE ALL JUNCTION BOXES SHALL BE FULLY RATED UNLESS SPECIFICALLY NOTED AS *SERIES RATED".
] REQUIRED FOR THIS CONTRACT ARE SHOWN. 2. COMMON NEUTRALS MAY NOT BE USED FOR BRANCH CIRCUITS. BALANCE THE LOAD ON PANEL
L 2 I&LA sngRl-:Ks lgagn 0 AM&I;:%D Tg T&&pﬂgm SHALL BE DUAL ELEMENT, AS EVENLY AS POSSIBLE BETWEEN EACH PHASE.
2 —5 UNLESS
0 7 T B R o T B A ey NEL. L ER Toaie 3. A #12 GREEN INSULATED GROUND CONDUCTOR SHALL BE INSTALLED WITH CIRCUIT CONDUCTORS
5 COMMUNICATIONS CAPABLE. DO NOT INSTALL IN AUXILIARY COMPARTMENT UNLESS | SYSTEM 3 ( :;‘RDC')%:‘BESB&RECT CONNECTION OF GROUND CONDUCTOR TO TO ALL RECEPTACLES.
- — o
i PHISCAL SPAGE DOES NOT EXST, PROVDE SEPARATE ENCLOSURE AND MOUNT - 4 SONCEN. AL CONDUT N WALLS PARTIIONS, ABOLE CELIG, AND 4,7L00R SLAB, ETcs ghESS
< o
0 ABOVE DISTRIBUTION PANEL. DISCONNECT AND STARTER SCHEDULE 4 WDICATES 0.Z GEDNEY OR EQUAL GROUND BUSHING BONDED TO ROOMS, AND STORAGE ROOMS WITHOUT CEILINGS MAY BE EXPOSED ON BUILDING STRUCTURE.
; REMARKS: GROUND CAPACITY. ( )
Y . . : . 5. FLUSH MOUNT ALL TOGGLE SWITCHES AT +42" FROM FLOOR (CENTERLINE DIMENSION), EXCEPT
g 8 ‘BO5—2H' | DISTRIBUTION PANEL, CIRCUIT BREAKER TYPE, 480 VOLT, 3 PHASE, GROUND BUS, SQUARE D STARTER TYPE: SA- STANDARD ACCESSORIES (INCLUDES * ITEMS) )
E_{ ’ i SURFACE MOUNTED NEMA 1 ENCLOSURE, SUITABLE FOR USE AS SERVICE ENTRANCE I=-LINE FV - FULL VOLTAGE *CT - CONTROL TRANSFORMER, PF - PHASE FAILURE RELAY 5 .fx,.lND'CATES OVERLOADS SIZED PER MOTOR NAMEPLATE FULL LOAD ggg‘%ém&vgggouom. TOGGLE SWITCHES MAY BE SURFACE MOUNTED WHEN CONDUIT IS
- <S01=1H. EQUIPMENT, REFER TO ONE LINE DIAGRAM AND SPECIFICATIONS. g%u“%% |:’a;r:cmlc VD - WYE - DELTA FUSED 120V (5 HP OR GREATER) AMPERES. .
= : CUTLER-HAMMER PRLS RE - REVERSING *EO - ELECTRONIC OVERLOAD TO - MELTING THERMAL OVERLOADS 6 A INDICATES STARTER NEMA SIZE. 6. FLUSH MOUNT ALL DUPLEX RECEPTACLES AT +18" FROM FLOOR (CENTERLINE DIMENSION), EXCEPT
b oo TW - 2 SPEED, 2 WINDING *HA - HAND-OFF-AUTO IN DOOR TS- 2 SPEED SELECTOR SWITCH IN DOOR WHERE OTHERWISE NOTED.
Q ) » *
< 9 J200H° DISTRIBUTION PANEL, CIRCUIT BREAKER TYPE, 480/277 VOLT, 3 PHASE, S/N, SQUARE D SW - 2 SPEED, 1 WINDING RP - RED (RUN) PILOT LIGHT IN GP - GREEN (OFF) PILOT LIGHT IN DOOR
s % GROUND BUS, SURFACE MOUNTED NEMA 1 ENCLOSURE, SUITABLE FOR USE AS I-LINE RV - REDUCED VOLTAGE AUTOXFMR DOOR FA- 4-CONVERTIBLE AUXILIARY CONTACTS 7 88"‘\2‘1’1‘%}0"@ égeppsé'%egoﬁmoucro% 'fg%;%?‘%&gbb’g%gﬁ LISTED 7. ﬁ'éEc%Ts"gc% E&"g;g&:"‘\[ iﬂugu“ggﬂx"%m&%agg "iﬁma"ogﬁnﬁcﬁm&%gmm&/m
[ | SERVCE ENTRANCE EQUIPMENT, REFER TO ONE LINE DIAGRAM AND SPECIFICATIONS. | GENERAL ELECTRIC SS - SOLID STATE “TA- TWO CONVERTIBLE El - ELECTRICAL INTERLOCK (2)N.0.& (}N.C AMPACITIES ARE BASED ON 60°C AND 75°C TEMPERATURE RATINGS, EQUIPMENT SUPPLIED BY ANOTHER CONTRACTOR, SHALL BE APPROVED IN ADVANCE BY THE
CUTLER—HAMMER PRLS MD - MOTOR DISCONNECT AUXILIARY CONTACTS SS - START-STOP PUSHBUTTON IN DOOR UNLESS NOTED OTHERWISE. OTHER CONTRACTOR.
MS - MANUAL STARTER S/N - INSULATED NEUTRAL HL - HANDLE PADLOCK HASP " . 8 CONTRACTOR SHALL BE RESPONSIBLE FOR ALL OPENINGS REQUIRED IN W ALL OPENINGS
10 *305' DISTRIBUTION PANEL, CRCUIT BREAKER, TYPE, 208/120 VOLT, 3 PHASE, SN, SQUARE D MX - MANUAL SWITCH ASSEMBLY S on FLOOK SUAD O UMDERCROUND SHALL BE TYPE T 0 A EE REPAIRED 10 MATr ESTING BY A QUALINED CoNTRACTOR W iE EXPENGE OF THIS
— 200" GROUND BUS, SURFACE MOUNTED NEMA 1 ENCLOSURE, SUITABLE FOR USE AS I-LINE FS - FUSED SWITCH ' CONTRACTOR. ALL CONDUITS THROUGH WALLS SHALL BE GROUTED OR SEALED INTO OPENINGS.
SERVICE ENTRANCE EQUIPMENT, REFER TO ONE LINE DIAGRAM AND SPECIFICATIONS. | GENERAL ELECTRIC DISCONNECT TYPE & RATING STARTER
SIEMENS P4 9  CONDUCTOR AND CONDUIT SIZES ON THE LINE AND LOAD SIDES OF ALL
— SEMENS P MER PRLS NON- | CIRCUIT NEMA NEMA NON—FUSELE. DISCORNECT SMTEHES SHALL BE IDENTICAL UNLESS NOTED 9. ALL MATERIALS USED TO SEAL PENETRATIONS OF FIRE RATED WALLS AND FLOORS SHALL BE
. ITEM | FUSED | FUSED | BREAKER | VOLTAGE | POLES | SIZE | TYPE | ENCLOSURE | REMARKS APPROVED MANUFACTURERS OTHERWISE. Eﬁﬁwmgmcggﬂ%)"i\gés ?nggE\::PER llr\iiTrME iﬂ‘aﬁﬁ?gg'ﬁé%ﬁaﬁsﬁ %’; OJECT
’ ’ FCS-1 30A 480 3 1 FV 1 SA, FUSED AS | SQUARE D 8538 SCG34 - - COORD
1 58D’ DISTRIBUTION PANEL, CIRCUIT BREAKER TYPE, 208/120 VOLT, 3 PHASE, S/N, SQUARE D Ecs1 SA FUS S e e EeN 10 E INDICATES CURRENT TRANSFORMER, SIZE AS SPECIFIED. MANAGER.
GROUND BUS, 500A MCB, SURFACE MOUNTED COLUMN WIDTH NEMA 1 ENCLOSURE, I-LINE CENERAL ELECTRIC G
[ | e ol bk b reomomdue S feome SeiRe i ' 440G AL B AN T MR I SO0 STROIRE, TS
o CUTLER—-HAMMER PRL5 CB-601 100A 480 3 1 SQUARE D 650 FAL340100 START OF WORK. THE PROJECT MANAGER RESERVES THE RIGHT TO REQUIRE QUALIFYING
+ CB 701 SURFACE 610 FA100S DEMONSTRATION, AT THE CONTRACTOR'S EXPENSE, OF ANY WELDERS ASSIGNED TO THE JOB.
o 12 — PANELBOARD, SURFACE MOUNT, 480/277 VOLT, 3 PHASE, 4 WIRE, S/N, GROUND SQUARE D MOUNT CUTLER-HAMMER
” e | BRSBTS R ¢ " GUTICES Sl SOIOK M SDISTIL A SR, TS 5 R Lo, BT
v "303H’ SCHEDULES FOR SIZE AND CONFIGURATION, REFER TO ONE LINE DIAGRAM AND GENERAL ELECTRIC AE SIEMENS .
: SR e 2 SIS SO, MM NEL M DU L M o W K AT e b e
< '
« 13 — PANELBOARD, SURFACE MOUNT, 208/120 VOLT, 3 PHASE, 4 WIRE, S/N, GROUND SQUARE D NQ
5 ° 'SB02-1' BUS, COPPER BUS, BOLT-ON BREAKERS, NEMA 1 ENCLOSURE, REFER TO GENERAL ELECTRIC AQ
< ’ SCHEDULES FOR SIZE AND CONFIGURATION, REFER TO SPECIFICATIONS FOR SIEMENS P1
@ '504" ADDITIONAL INFORMATION. CUTLER-HAMMER PRL1
< mﬂ 1201
14 “— PANELBOARD, RECESS MOUNT, 208/120 VOLT, 3 PHASE, 4 WIRE, S/N, GROUND SQUARE D NQ TRANSFORMER SCHEDULE
= '801°, "101", | BUS, COPPER BUS, BOLT-ON BREAKERS, NEMA 1 ENCLOSURE, R TO GENERAL ELECTRIC AQ
"101R’, "301L, | SCHEDULES FOR SIZE AND CONFIGURATION, REFER TO SPECIFICATIONS FOR glUEMENS ?M“ER oLR1 TYPE: REMARKS:
SO1R, .43:5» ADDITIONAL INFORMATION. TLER- TP1- NEMA TP 1 DRY TYPE AUT - AUTOTRANSFORMER AL - ALUMINUM WINDINGS
1 ’601” ’604” K4 - K4 RATED TP 1 DRY TYPE BB - BUCK-BOOST CP - COPPER WINDINGS
'6PE‘: 'BPw"’ K13 - K13 RATED TP 1 DRY TYPE LIQ - LIQUID FILLED RS - EPOXY RESIN ENCAPSULATED
PE - NEMA PREMIUM EFFICIENCY FL - FILTERED
HM - HARMONIC MITIGATING TP 1 NV - NON-VENTILATED
NL - 200% RATED NEUTRAL
EL - ELECTROSTATIC SHIELD
g ENCLOSURE: NEMA 1 UNLESS SPECIFIED OTHERWISE
S - MAX.
© KVA TEMP. PRIMARY SECONDARY TAPS
- C ITEM RATING TYPE RISE C. VOLTS PH VOLTS PH | % REG #(+) | #(-) REMARKS APPROVED MANUFACTURERS
7 TR-225 225 TP1 150 480 3 208Y/ 3 2.5 2 4 |AL SQUARE D 7400 EE225T3H
5 - 120 CUTLER-HAMMER TYPE DT-3
< GENERAL ELECTRIC TYPE QL
" SIEMENS 3F3Y225TP1
<
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